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N.B. ! 
2\ 

Volts and 
Test as per ASTMD 2843 

information. 
Reference to 
Manufacturer's 

22.02.11 

~: 

1347 

Reouest No.: 

iDate: 22.02.201 

Details: 

FRLS PVC insuiated & unsheathed 
~exible copper conductor of size 2,5 
A OJ . • C2, 

"MIRACLE CABLES" 
2.50 SQMM FRLS 

650f1100V 

25 mtrs. 

Standard 
name brand 

587 



case of 

of cable on the reeL 

of cable 

Should be as per CL 10A 

, Solid; Standed j F'exible 
Class 2! 5 6 

! 0.26 mm Max. 

The wire should break. 
0810, 

Resistance Test 
Co~ductor Resistance 7.98ohm/km r:.ax. 

C for 

value' 0,8 mm 
value. 0.62 r:1m min 

As per 0.4 

Flexibie 
Class 5 

0, 

7.534 

ohm!km 


0,93 
0.88 mm 

3,35 mm 



Variaton 

125 % min. 

25 max. 

16.46 

354 

6.60 

-0.85% 

VOLTAGE TEST 

~25 % min. 

35 ~/e max. 

max 

max 

There should be 
i c;3ck or scale on the 

min 

kM, mil: 

Ohm-cr.: 

Ohm-em 

Shouid withstand 3-KV 
for five minutes for 
connectior; 

-of 

0.85 

0.44 mg 

1.5 

24 

,91 
Ohm-em 

Withstood the test 

No of crack or scale 
observed 

89.435 "~""t'!r,nm 

2.43 
Ohm-em 



ter seconds 
and held for 5 minutes should 
\;vitnstand 
the test 

for 240 hours 
breakc!o\vn. 

of 

Unaffected 

60 sec. 
max. 

50mm 
min, 

DC 

a) The oxygen index shall no~ 
be less than 29. 

b) There should be no any 
unusual behaviour observed 

The HCL evolved ShOL!d not 
exceed 20 ,",,,<N>rT 

60 % max. 
,t.,s per 

Withstood the test 

1 sec. 

357 mm 

No any unusual 
behaviour obsenled 

Above 

52. 4 


